Company Profile
   Yichuan Mold Factory is PET preform mold manufacturer and PET preform mould manufacturer,it was established in 1998,located in the land scape shore of east sea of china-huangyan dstrict taizhou city.In the past years,we are specialized in designing and producing preform mold and preform mould. Our factory has been one of the most professional PET preform mold manufacturer specializing in designing and producing preform mold and preform mould at home and abroad through our efforts.

    Yichuan owns perfect mould producing equipment and system,and a profssional team ,modern CAD/CAM design, advanced processing equipment and production process to provied high-quality moulds.We supply the customers all of the service,including design,installation and training.

    At the beginning of our company,we strived for the high-quality products.And now we win the trust from customers and broad market.

Looking to the future,Yichuan will progress non-stopped, we will endeavour to provide you high-quality moulds and good service.We will get a bright future together.
Preform Mold Features
Now we has 3 large range of PET bottles embryos die, including dual lock pneumatic tube needle die, double-lock adjustable pneumatic valve eccentric preform mold, no ordinary gate preform mold. 

The adoption of advanced CAD-aided design for mold. According to the bottle shape of the final embryo plastic bottle-like stretching to optimize the design to ensure that the final shape of the plastic bottle quality. 

Double-lock pneumatic cylinders embryos die needle locks and two-adjustable pneumatic valve eccentric bottle embryos die multi-level taper positioning system to ensure that the thickness of plastic bottles germ line. 

At the same time, Yichuan die of heat-specific systems to ensure that all the cavity of the same pressure as well as the flow than PET.So Yichuan is one of the most professional PET preform mold manufacturer specializing in designing and producing preform mold and preform mould.
Our Service
Before selling—technical support

Give me your difficulties,let’s solve it.

Selling—accomplish our promise

Supply you not only perfect moulds but also technical support

Sold—serve you forever

Yichuan’s concerns will last to the end of mould’s lifetime.
PET Preform Mold
The requirement of PET preform has accordingly become more and more, which leads many investors to set foot on the PET preform production field. To meet the different requirements for the PET preform, PET preform mold from different customers, Yichuan has successfully developed advanced hot runner PET preform mold from 1 cavity to 72 cavities for standard neck PET. Its wide utilization and reliable property with the economic investment, the shortest production startup time and the lowest maintenance cost make PET preform mold be most popular among preform manufacturers. Now we do have 2 series preform tool designs, one of series adopts rectifying system for preform’s wall thickness, and another series is standard structure.  

PET Preform Mold Features  

1. Mold ranges from 1 cavity up to 72 cavities 

2. Advanced structure is designed consulting European PET preform mold. 

3. Mold cavity and Core are made of steel with fine polishing, high hardness and anti-corrosion to get mold's high precision and good quality. 

4. Pneumatic drive the nozzle pin for simultaneous high-speed open and close actions. 

5. Patent designed rectifying system is adopted to lessen the possible bottle thickness problem happening during production. 

6. Special designed water hoses eliminate leakage and water marks on preform.

7. Moldflow analysis reduce AA level. 

8. Long using life over 2.5 million times of injection cycle. 

PET Preform Mold design 

Yichuan Machinery designs not only preform with standard neck size for water preform, carbonated drink preform and oil preform, also design preform of special shape responding to customer’s request. Yichuan adopts a wide range of computer-aided engineering service from design conception to the finished products to make customer satisfied. 

Valve-gate system 

Yichuan series preform injection mold adopts an advanced valve-gate unit, which is used to control the mold’s injection hole open & close on each cavity. Reliable sealing function, smoothing moving, low thermal expansion rate, and long using life are its main features. 

Patent designed rectifying system for preform’s wall thickness 

The patent designed rectifying device is equipped to rectify the preform thickness during preform production. The preform thickness can be adjusted below 0.05mm. 

Heating system 

Yichuan series PET preform mold with double heating system ensures perfect heating effect. It has separate temperature control mode: the heater bars are used to heat the mold’s manifold plate; the small heaters are used to supply the continuous heating temperature for cavity nozzle. 

Cooling system 

A specially designed cooling system with perfect cooling effect for each inner parts including core, cavity and valve gate system of Yichuan preform injection mold.  

Hot runner system 

Yichuan series preform injection mold adopts specially designed hot runner system to achieve ideal and prompt heating effect for preform production. Lager flowing channels of such hot runner system ensures the mold to produce preform with lower injection pressure, which reduces mold’s each part’s wear & tear and maintenance cost, and also saves electric energy.  

Steel material and machining tools 

Mold cavity and Core are made of imported mold steel with fine polishing, high hardness and anti-corrosion to guarantee mold's high precession and good quality.

Digital Control Lathe, EDM, jig-boring machine and high-precision grinding machine have been used on mold machining. High machining precision and fast machining speed ensure Yichuan’s high quality molds. 

Heat treatment 

After mechanical treatment, enhance steel’s strength and prolong mold service life. For example, we coat chrome on the mold plate surface for rustproof purpose and go on nitrogen treatment on neck part to increase its hardness. Special coatings also are available at Yichuan Machinery. With right operation, PET preform mold reaches 2.5 million shots. 

After-purchase service 

Each set of PET preform mold undergoes strict mold trials before shipping from factory and attaches full set of parameter that is recorded depending on their own and sole serial number. Together with the PET preform mold, full set of spare parts will be supplied for free to keep mold normal working. In the use of the PET preform mold, Yichuan provides adequate spare part to any request and Yichuan service department are very willing to provide technical support immediately for any possible request in any time. 

PET Preform

 PET preform is a polyester material container,it has many special grades and can be offered according to the client's requirements. 

There is one characteristic of PET preform, which is the product that made form it will be clear and transparent. The surface is smooth and sparking, which can attract the buyer´s attention. This makes the PET preform a delicate product. One the other hand, although the PET preform can create a similar sensation just like glass. It's not fragile as glass. The wall is strong and tough, which appears the excellent unbreakable container. It is apparently the strongest material.  

PET Preform Description

We can provide an efficient concealed cooling system to make PET preform. The machine can avoid them from drooling, which is a new technology. All the services we provide are cost efficiency and help to reduce the client's budget. Moreover, the customer can design the size and dimension according to the marketing purpose while our engineer will fully support the idea and drawing of PET preform. Because of the flexibility of the PET preform; it can shape into any desire type base on the specification. 
The lightweight of the PET preform is another special advantage. It is easily to carry while it is much lighter than the other materials, which can also help to reduce the shipping fee while it is in large amount shipment. Although it is lighter, the PET preform is still strong enough to bearing the outside impact. The wall is thinner, which can deduct the weight while it can provide a high strength without breaking easily. 
The PET preform can also maintain the cleanness of the environment, because it can be recycle and be reused. The enterprise will surely prefer it product due to the environment issue is becoming an important matter. It will be popular by the buyer. Even if the PET preform is burned as trash, it won't produce any poison smelling. The PET preform will be the best choice. 
Preform Mold Components

 The patent designed rectifying device is equipped to rectify the preform thickness during preform production. The preform thickness can be adjusted below 0.05mm. 
 After mechanical treatment, enhance steel’s strength and prolong mold service life. For example, we coat chrome on the mold plate surface for rustproof purpose and go on nitrogen treatment on neck part to increase its hardness. Special coatings also are available at Yichuan Machinery. With right operation, PET preform mold reaches 2.5 million shots. 

Hot Runner System

The hot runner system is one kind of new injection molding system, it controls and maintains the melt plastic to arrive at the die space directly from the injection molding machine main feed inlet under the appropriate condition.

Yichuan series preform injection mold adopts specially designed hot runner system to achieve ideal and prompt heating effect for preform production. Lager flowing channels of such hot runner system ensures the mold to produce preform with lower injection pressure, which reduces mold’s each part’s wear & tear and maintenance cost, and also saves electric energy. 

Hot Runner System Description

Fast cycling due to specially designed cooling circuits.

Standard interchangeable mold components; replacement parts available within 72 hours.

Rugged design for long life.

Auxiliary tapers that reduce mold wear by pre-aligning the mold halves prior to the engagement of the neck ring tapers.

Roller cams that actuate both the opening and closing actions on the thread splits.

Lowest cavity-to-cavity weight and dimensional variation as a result of best-in-class manufacturing machinery and processes.

Water hoses that are manifolded at the bottom of the mold, eliminating potential for water marks on preforms.

Hot Runner System Features

Shorten the processing cycle, raises the efficiency

Replaces the cold runner, thus does not produce the crude material, does not need to crush again.

Enhances the product uniformity, improves the product quality.

Improves the gate outward appearance.

Reduces the product aberration quantity, reduces the product distortion.

Uses the valve gate, injection molding step-by-step,produce different specification size the components series.

Enhances the more processing process control, in order to make the precise adjustment to the injection molding.

The hot runner system is composed generally by three parts: main feed inlet, hot divergence board, hot spray nozzle. Sometimes the system includes the cut-off valve, uses in closing the runner, improves the product surface quality, permits using the large gate.
